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REVISIONS http://loel.ucolick.org/manual/Hamilton 1I/schematics/HAM |l grating tilt sh 1.sch.pdf
10—-15-08 MOVED PULSE TRANSLATOR TO DRIVE BOX DES’N BY: B. Alcott ORIGIN DATE: 84—10—-07 DWG. NO. | NUM. 1 OF 3
05—19—09 UPDATED DRAWING WITH 24V AND ERROR AND GND CORRECTIONS REV.
96—05—09 ADDED ENCODER 5V LINES TO STAGE CABLE. NEED TO REFERENCE THEM TO USE INDEX INPUT. ALSO ELIMINATED UNUSED BRAKE SIGNAL. Last SN MODIFY DATE: 11-01—-10@
92—04—10 REMOVED +24v LINE TO STAGE CONNECTOR AND ADDED 24V DISABLE SIGNAL EL—4011 A
Q7—06—1@ CORRECTED STEP AND DIRECTION LABELS AND PIN NUMBERS PRINT TIME: 07:34:30 PRINT DATE: Mon Nov @1, 2010
11-01—-1@ SWAPPED GRATING TILT & DEWAR FOCUS WITH GUIDE CAMERA FOCUS AND FILTER STAGES TO ALLOW USE OF CN1,—1 ON HARDY AND CN1,1 ON LAUREL.
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